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Ridge Tool Company
400 Clark Street
Elyria, Ohio 44036-2023, U.S.A,

MATERIAL SAFETY DATA SHEET

SECTION 1 - PRODUCT INFORMATION

PRODUCT NAME: EMERGENCY TELEPHONE NUMBER:!
NICKEL CADMIUM BATTERY (312) 595-5600
MANUFACTURER: TELEFHONE NUMBER FOR, INFORMATION:
SANYO ENERGY CORP. 1-800-519-3456
DOT PROPER SHIPPING NAME: DATE PREPARED:
NOT A REGULATED MATERIAL FEERUARY 27, 1998
SECTION I - HAZARDOUS INGREDIENTS/IDENTITY INFORMATION
CAS _
HAZARDOUS COMPONENTS NUMBER OSHA PEL ACGIH TLV %a
Cadrium Hydroxide N/A Nong Established MNone Established 11-26
Nickel Hydroxide N/A None Established None Established 5-12
Nickel Powder N/A None Establiched None Egtablished 2-17
Potassion Hydroxide NA None Established None Established Leug them 3
Lithium Hydroxzide N/A None Egtublished None Established Legs than 3
SECTION III - PHYSICAL/CHEMICAL CHARACTERISTICS
Boiling Point: N/A Specific Gravity (20 = 1): N/A
Vapor Pressure (mm Hg.) N/A Solubility in Water: Ne Violent Reaction
Vapor Density (Air=1) N/A Evaporation Rate (Butyl Acetate = 1)
APPEARANCE AND ODOR: ‘
Sealed cylindrical batteries.
SECTION IV - FIRE AND EXPLOSION HAZARD DATA
Flash Point: (Method Used) Flammable Limits; LEL: UEL:
N/A
Extingnizhing Media:
N/A
Special Fire Fighting Procedures:
N/A
Umneual Fire and Explogion Hazards: .
_ N/A
SECTION V - REACTIVITY DATA
Stabilify . Unstable Conditions to Avoid:
Stable X
Tncompatibility: (Materials to Avoid)
Hazardous Decomposition or Byproducts:
Hazardous' May Qceur Conditions to Avoid:
Polymerization Will not Occur X None




SECTION VI - HEALTH HAZARD DATA

Route(s) of Entry: Inhalation? Skin? Ingestion?
X X X
Health Hazards: (Acute and Chronic)
Skin/Eyes: Contents from an opened battery may cause severs irritaion and chemieal irns. Swallowing:
Electrolyte may cause serious localized bumns. Cedmium compounds may eanse choking, nausea, vomiting,
mconsciousness, and possible liver and kidney injury.
Nicksl powder and cadmium compounds are known to cause cancer to humans,
Signs end Symptoms of Exposure:
Caustic irritation or burns.
Medical Conditions Generally Aggravated by Exposure:
Overexposure is unlikely to eggravete existing medical conditions.
Emergency and First Aid Frocedwmes:
Swallowing: Do not induce vomiting. Seck medical attertion.
Skin: If comtents from an opened battery come in contact with the skin, wash with soap and water.
Eyes: If contents from an opened battery come in contact with eyes, flush with water for at least 15 mimites. Seek
medical attention.

SECTION VI - PRECAUTIONS FOR SAFE HANDLING AND USE.

Steps to be Taken in Caze Material is Released or Spilled:
Handle spilled electrolytes with rubber gloves when wiping up spillage and neutralize electrolytes with dilited
acid.
Waste Dispogal Method:
Do not incinerate or subject cells to temperatures in excess of 100°. Can vaporize liquid electrolyte and cause cell
Tupture.
Precautions to be Taken in Handling and Storing:
. Btore in cool place, but prevent condensation on cell or batiery terminals. Storage temperature -30 to 35°C,
Other Precantions:
Contact Sanﬂ Electric Cﬂ. EM. any handﬁng questions.
SECTION VIII - CONTROL MEASURES

Raspiratory Protection (Specify Type):
Not required In normal use.
Ventilation: ‘ .
Not required in normal uze.
Protective Gloves: . Eye Protection:
Not required in normal use, Not required in norma! use.
Other Protective Clothing or Equipment:
Not required in normal use.
Waork/Hygienic Practices:
N/A.

SECTION IX - REGULATORY INFORMATION

T3CA:

N/A.
Sama Title I

N/AL
WE BELIEVE THE STATEMENTS, TECHNICAI INFORMATION AND RECOMMENDATIONS CONTATNED HEREIN ARE RELIABLE, BUT
THEY ARE' GIVEN WITHOUT WARRANTY OR GUARANTEE OF ANY EIND, EXPRESSED OR IMFPLIED, ANDY WE ASSUME NO
RESPONSIBILITY FOR ANY LOSS, DAMAE R, EXPENSEl DIRECT O CONSEQUENTIAL, ARISING QUT OF THEIR IJ3E.




